
Caratteristiche Tecniche

Seduta polifunzionale per collettività.

Tipologie
Sedie agganciabili in file e sovrapponibili in verticale, con e senza brac-
cioli.
Sedie girevoli ed elevabili, con e senza braccioli.
Sedute su barra con sedile fisso o ribaltabile a molla, con e senza brac-
cioli, disposte in file diritte o in curva, in piano, su gradinate o pavimenti 
inclinati.
 
Struttura 
Sedia: in tubo di acciaio, verniciato a polveri e possipoliestere termoin-
durenti colore antracite o alluminio; puntali laterali in nylon nero; piedini 
in polietilene colore nero.
Sedia girevole: base girevole a 5 razze in termoplastica nera, su ruote o 
pattini; dotata di dispositivo di elevazione a gas.
Sedute su barra: basamento con barra in tubo d’acciaio rettangolare, 
verniciata a polveri epossipoliestere colore antracite o alluminio; puntali 
copritubo in termoplastica nera.
Piedi in tubo ovale con registri o predisposti per fissaggio a pavimento, 
verniciati in colore antracite o alluminio. Barre da 2-3-4-5 posti, per file 
con più di 5 posti sono previsti giunti interni di collegamento con un nu-
mero dei piedi che varia in funzione dei posti.
Struttura delle sedute in tubo d’acciaio, verniciata a polveri epossidiche 
termoindurenti colore antracite o alluminio.

Sedile e schienale
Disponibili in diversi materiali: termoplastica colore nero o blu Cina; la-
miera forata stampata verniciata nei colori antracite, alluminio e bianco; 
multistrato di faggio stampato e curvato; con imbottitura in poliuretano 
espanso a ritardata combustione e controscocca in termoplastica con 
anima interna in polietilene; con imbottitura in poliuretano espanso a ri-
tardata combustione e supporto interno in multistrato di faggio. Rivesti-
menti da cartella colori.
 
Accessori
Sedia: Braccioli; Braccioli con tavoletta alzabile a bandiera; Braccioli con 
tavoletta a scomparsa; Braccioli estraibili; Tavoletta estraibile; Ganci di 
allineabilità; Cestello; Carrello; Barra interfile; Piastrine di fissaggio; Cu-
scino per sedile in lamiera.
Sedute su barra: Bracciolo; Braccioli con tavoletta; Braccioli con tavo-
letta antipanico ribaltabile a scomparsa; Tavolino interposto; Cestello; 
Cuscino per sedile in lamiera; Distanziatore da parete; Numerazione fila; 
Numerazione posto.
  
Collaudi secondo norme europee UNI EN 1728 e 12727

Technical features

Multipurpose community seating.

Versions
Chairs that can be connected into rows and stacked vertically, with and 
without arms.
Swivel chairs with lifting action, with or without arms.
Seats on beam, with fixed or spring-loaded tip-up seats, with and without 
arms, arranged in straight or curved rows, on horizontal flooring, on steps 
or on sloped flooring.

Structure
Chair: in tubular steel, painted with thermosetting epoxy-polyester 
powder paint, in aluminium,  anthracite and white finish; end protections 
in black nylon; feet in black polyethylene.
Swivel chair: 5 star black thermoplastic swivel base, on castors or skids; 
fitted with gas lifting device.
Seats on beam: base with rectangular steel tube bar, painted with 
epoxy-polyester powder paint in aluminium or anthracite finish; black 
thermoplastic tube cover rods.
Feet in oval tube with registers or designed to be floor mounted, painted 
in anthracite or aluminium. Bars for 2, 3, 4, 5 seats, for rows with more 
than 5 seats internal couplings are provided, with a number of feet va-
rying according to the number of work stations.
Seat with steel tubular structure, painted with thermosetting epoxy-polye-
ster powder paint in aluminium or anthracite finish.

Seat and back
Available in various materials: thermoplastic colour Black or China blue; 
perforated, pressed sheet metal painted anthracite, aluminium or white 
colour; natural beech plywood, moulded and curved; with flame-retardant 
expanded polyurethane padding and thermoplastic sheel with polyethyle-
ne core; with flame-retardant expanded polyurethane padding and beech 
plywood internal support. Coverings as shown in sample book.
 
Accessories
Chair: Arms; Arms with vertical tip-up writing tablet; Arms with foldaway 
writing tablet; Detachable arms; Detachable writing tablet; Connecting 
hooks; Rack; Dolly; Row-linking bar; Floor-fixing plates; Cushion for steel 
seat.
Seats on beam: Arm; Arms with writing tablet; Arms with anti-panic fol-
daway writing table; Table between seats; Rack; Cushion for steel seat; 
Wall spacer; Row numbering; Seat numbering.
  
Tested according to European standard UNI EN 1728 e UNI EN 12727 

Termoplastiche
Thermoplastics

Legni
Woods

Nero 
Black

Faggio 
Beech plywood

Blu Cina
China Blue
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Lamiera forata
perforated, 
pressed sheet metal

Antracite 
Anthracite

Bianco
White

Alluminio
Aluminium
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